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ALUMINIUM & GALVANIZED METAL PRIMER

COVERAGE STRONG BOND WIDE SPRAY 
NOZZLE

QUICK DRYING

MATERIAL

METAL IN AND OUT

HARDNESS

CLEAN SHAKE SPRAY DISTANCE

SPRAY PATTERN TIME BETWEEN LAY
ERS

CLEAN UP

TOUCH DRY OVERPAINT SOLVENT BASED

3M²

3 MIN 20-30 CM

5 MIN

15 MIN ALL PAINTS SOLVENT BASED METAL PRIMER

MASTON ALUMINIUM & GALVANIZED PRIMER is a specially formulated primer/base 
coat for aluminum surfaces. It creates a microscopic structure on the surface and tight 
bond for the top coat, resists problems of blistering, flaking, or peeling paint. This easy 
to use and fast drying primer forms a smooth, grey colored surface, which can be 
painted with any paint.

BINDER: Acryl

DEGREE OF GLOSS (DIN 67530 60 °):
matt 0-25

STORAGE STABILITY: 60 months

SIZE: 400ml

SALES QTY:
400ml: 0 pcs 

RECOAT:
always, 5 minutes in between layers
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MASTON Aluminium & Galvanized Metal Primer

Art. No. MASTON Aluminium & Galvanized Metal Primer Color Barcode

400524-EU Spray Aluminium & Galvanized Metal Primer 400ml 6412490035624

400524 Spray Aluminium & Galvanized Metal Primer 400ml 6412490039202
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